
 A A robust glove with high resistance to tearing 
 A Special fibre knitting process results in a super-soft 

insulated liner 
 A Flexible and designed for easy movement and 

extended wear 
 A Foam latex palm offers strong grip performance 
 A Rough textured grip allows slippery objects to be 

gripped firmly 
 A Bright orange colour for improved hand visibility 
 A Seamless knit helps prevent irritation

FEATURES

COLD PROTECTION

COLD PROTECTION ACRYLIC, POLYESTER/FOAM LATEX ON PALM AND THUMB

A robust and brightly-coloured grip glove with an insulated liner, designed to protect down to -20°C for short 
or intermittent contact.

GROUP

BMG848

Typical Industries Suitable Applications

SUITABLE FOR CERTIFICATION

 � Agriculture
 � Construction
 � Logistics
 � Maintenance
 � Municipal Services
 � Utilities

 � Bricklaying
 � General Handling
 � Landscaping
 � Manual Handling in Cold Conditions
 � Refuse Collection
 � Roofing See overleaf for explanation

EN 388:2016 EN 511:2006

2141X X1X



PRODUCT INFORMATION

ORDERING DETAILS

CERTIFICATION LEGENDS

RECOMMENDATIONS FOR USE

SIZE ITEM NO. PACKAGING

The descriptions, characteristics, applications and photos are given for information purposes and do not constitute a contractual commitment. The manufacturer reserves the right to make any modifications it deems necessary.

EUROPE

www.globus.co.uk

E: sales@globus.co.uk
T: +44 (0)161 877 4747
F: +44 (0)161 877 4746

MIDDLE EAST AND AFRICA

www.globusgroup.com/gcc

E: gcc@globusgroup.com
T: +971 4 882 9962
F: +971 4 882 9963
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GROUP

10 pairs per bag
Individually bagged

60 pairs per case

COLD PROTECTION

 � It is the responsibility of the end user and not the manufacturer to 
determine glove suitability for the intended use.

 � Do not use near moving machines if there is a risk of entanglement.

 � Storage: Gloves should be ideally stored in cool, dry conditions in 
original packaging and away from direct sunlight.

 � Cleaning/Maintenance: Both new and used gloves should be 
thoroughly inspected before being worn to ensure no damage is 
present. Gloves should not be left in contaminated condition if 
reuse is intended in which case gloves should be cleaned as far 
as possible. If appropriate, decontamination may take place under 
lukewarm water using laundry soap and detergent. Don’t use 
chlorine bleaches.

BMG00848HD

BMG00848HF

BMG00848HH

BMG00848HJ

7/S

8/M

9/L

10/XL

EC compliance certificate delivered by the notified body, CTC, 4, rue Hermann Frenkel,, 69367 Lyon Cedex 07, France (Notified Body No. 0075)

BMG848

COLD HAZARDS
EN 511

PERFORMANCE LEVELS
0-4 0-5 0 or 1

Convective Cold Resistance 
Contact Cold Resistance

Water Permeability

MECHANICAL 
HAZARDS
EN 388: 2016

PERFORMANCE LEVELS*
0-4 0-5 0-4 0-4 A-F P

Abrasion Resistance 
* If tests are not performed or are not applicable, ‘X’ will be placed instead of a number/letter

Blade Cut Resistance
Tear Resistance

Puncture Resistance
Straight Blade Cut Resistance (EN ISO: 13997)

Impact Resistance

MATERIALS
LINER:

COATING:

COLOUR

LENGTH (mm)

CUFF STYLE

Acrylic / Polyester

Sandy Latex

Orange / Black

230–270 (Size Dependent)

Elasticated, Knit wrist


